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Introduction

System component
The lobby station can be connected to up to 20 main monitor stations (in each room). 
For details on the main monitor stations that are compatible to the lobby station, see the table below.

Common entrance

Power 
supply unit

N System component table (as of April 2011)
Place Unit name Model no. Connectable number

Common entrance Lobby station VL-V590BX 1
Resident Main monitor station

(Main monitor)
VL-MW250BX 20 (total)
VL-MV30BX

Door station VL-V566BX
1 (for each main monitor station)

VL-GC005BX
Note:
LFor details on optional units that can be connected to the main monitor stations, see the operating instructions of the main 

monitor stations.
LIf units that are not specifi ed in the table above are connected, the lobby station will not work properly.

Resident

Power plug
(100 V  – 240 V AC)

Main monitor station
Example: VL-MW250BX

Door station
Example: VL-V566BX

Room

Room

Room

Max. 
20 rooms

Main unit

Lobby station

Included items
1 2 3

4 5 6 7 8

No. Item Quantity Notes
1 Main unit 1 Consists of the upper cabinet and lower cabinet (page 8).
2 Flush mounted box 1 ------
3 Screw A (4 mm x 25 mm)*1 4 For the fl ush mounted box
4 Power supply unit 1 Model No. #1FA2V590BX
5 Power cord (Cord length: Approx. 1.8 m) 1 For the power supply unit
6 Safety wire*2 1 For the power supply unit
7 Wood screws (4 mm x 20 mm)*2 3 2 for the power supply unit, 1 for the safety wire
8 Screw B (3 mm × 10 mm)*2 1 For the safety wire

*1 Attached to the side of the main unit.
*2 Attached to the power supply unit.

Door opener (Optional)
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Important Information

For your safety
To prevent severe injury and loss of life/property, read this section carefully before using the unit to ensure proper and safe 
operation of your unit.

WARNING
Power connection

LUse only the power source marked on the unit. If you are not sure of the type of power supplied to the building, consult your 
dealer or local power company.
LUse only the specifi ed power supply unit.
LDo not place objects on the power cord. Install the unit where no one can step or trip on the cord.
LDo not overload power outlets and extension cords. This can result in the risk of fi re or electric shock.
LCompletely insert the power plug into the power outlet. Failure to do so may cause electric shock and/or excessive heat 

resulting in a fi re.
LRegularly remove any dust, etc. from the power plug by pulling it from the power outlet, then wiping with a dry cloth. 

Accumulated dust may cause an insulation defect from moisture, etc. resulting in a fi re.
LUnplug this unit from power outlets if it emits smoke, an abnormal smell or makes unusual noise. These conditions can 

cause fi re or electric shock. Confi rm that smoke has stopped and contact an authorized service center.
LNever touch the plug with wet hands. Danger of electric shock exists.
LDo not connect a power cord (100 V – 240 V AC) to a terminal that is not specifi ed in this guide. Connecting to the wrong 

terminal may cause electric shock and/or excessive heat resulting in a fi re.

Installation

LDo not install the product in a place where there is high humidity.
LDo not install the power supply unit in the following places: 

– Places where the power supply unit may be splashed with water or chemicals. 
– Places where there is a high concentration of dust, or high humidity.
LDo not allow the power cord or power plug to be excessively pulled, bent or placed under heavy objects.
LDo not make any wiring connections when the power supply is turned on.
LNever install wiring during a lightning storm.
LWhen existing chime wires are used, it is possible that they contain AC voltage. Electric shock or unit damage could result. 

Contact an authorized service center.

Operating safeguards

LTo reduce the risk of electric shock, do not disassemble this unit. Refer servicing to an authorized service center when 
service is required. Opening or removing covers may expose you to dangerous voltages or other risks. Incorrect reassembly 
can cause electric shock when the unit is subsequently used.
LDo not touch the power supply unit/power plug during an electrical storm. There may be a remote risk of electric shock from 

lightning.
LNever push any objects through slots in the power supply unit. This may result in the risk of fi re or electric shock. Never spill 

any liquid on the power supply unit.
LUnplug this unit from power outlets and refer servicing to an authorized service center when the following conditions occur:

A. If the power cord is damaged or frayed.
B. If metal objects have been dropped inside the unit.
C.  If the power supply unit has been exposed to rain or water, or liquid has been spilled into the power supply unit.
D. If the unit has been dropped or physically damaged.

CAUTION
Installation and relocation

LThe power plug is used as the main disconnect device. Ensure that the power outlet is installed near the product and is 
easily accessible.
LInstall the unit securely adhering to the instructions in this guide to prevent it from falling off the wall. Avoid installing onto 

low-strength walls, such as gypsum board, ALC (autoclaved lightweight concrete), concrete block, or veneer (less than 18 
mm thick) walls.
Do not install the unit using a different method from the instructions in this guide.
LIf the wiring is outdoors, use a protection tube or a surge protector.
LIf the wiring is underground, do not make any connections underground.
LIf the wiring is underground, use a protection tube.
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Important Information

Important safety instructions
When using this unit, basic safety precautions should always be followed to reduce the risk of fi re, electric shock, or personal 
injury.
L Use only the power cord indicated in this guide.

SAVE THESE INSTRUCTIONS

For best performance

Before using
LWhen power fails, this unit cannot be used.

Environment
LWhen you leave the unit unused for a long period of time, unplug it from the power outlet.
LThe power supply unit should be kept away from heat sources such as heaters, etc. It should not be placed in rooms where 

the temperature is less than 0 °C or greater than 40 °C. Damp basements should also be avoided.

Other information
LPanasonic assumes no responsibility for injuries or property damage resulting from failures arising out of improper 

installation or operation inconsistent with this documentation.
LIf you stop using the unit, remove the unit from the wall to prevent it from falling off.
LAfter the installation, explain all precautions and warnings to the customers before use.
LContact the dealer where you purchased this unit for repair.

Note for product disposal, transfer, or return
LThis product can save the PIN required to open the door. To protect your privacy/confi dentiality, we recommend that you 

change the PIN to the default (0000) before you dispose of, transfer or return the product (page 14).
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Controls

Location of controls Main unit

A Camera

B Lens cover

C BUSY indicator
LLights when the called main monitor station is in use.

D DOOR OPEN indicator
LLights when the door of the common entrance is 

opened.

E Keypad

F {CLR} (CLEAR) button
LTo stop the operation.

G Speaker

H Microphone

I Room number display

J {CALL} button
LWhen a visitor presses the call button after entering the 

room number, a ringer tone will ring.

K Room number plate
LYou can write down room numbers on this plate by 

removing the rear cover from the upper cabinet.

L Rear cover (for the room number plate)

M Camera angle control lever (page 8)

N PROGRAM switch
LTo register room numbers and program other settings 

(page 12-14).
Use a pointed object such as a pen to press this switch.

O RESET switch
LTo reset the unit if it is not working properly. 

(The program settings are not affected.)
Use a pointed object such as a pen to press this switch.

P BACKLIGHT COMPENSATION switch (page 9)

Q Speaker volume switch (page 9)

R Water drain holes
LThese holes allow rain water to drain.

Do not cover them.

N  Upper cabinet rear view
LThe fi gure below shows the appearance when 

the lower cabinet is removed (page 8).

N Upper cabinet front view

B

C

D

E

F

G

H

I

J

K

M

O
P

N

Q

R

L

A

N Lobby station image quality
The following phenomena may occur. They are not malfunctions.
LIf the sun can be seen, its center appears as a black dot. 
LAt night or when there is poor lighting in the doorway, the image colors become unclear. If there is a light in the 

doorway, the image may appear greenish. 
LDuring the daytime or if there is bright light in the doorway, the color of the visitor’s clothing may appear differently to 

the actual color.
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Installation

Note:
LThe measurements and angles are for reference purposes and may vary depending on the environment.
LIf a strong light is shining on the main unit, the visitor’s face may not be distinguishable. 

Do not place the main unit in the following locations.
– Where most of the background is the sky.
– Where the background is a white wall, and direct sunlight will refl ect off it.
– Where direct sunlight will shine on the main unit.
LDo not place the main unit in the locations where echoing occurs, causing the unit to beep frequently.
L Make sure the rear of the main unit is not subject to water.

Before installation
Important:
LTo avoid malfunction or communication disturbances, do not install the lobby station in the following locations:

– Places where vibration or any other kind of impact occurs.
–  Places near hydrogen sulfi de.
LDo not place other devices or obstacles in the area around 

the main unit shown in the fi gure.
LDo not install the power supply unit in the following places: 

–  Places where the power supply unit may be splashed with water or 
chemicals. 

– Places where there is a high concentration of dust, or high humidity.

Side view when the camera is 
installed lower than the standard 
position, and facing upwards at 15°. 
Example: Installation height is 980 mm.

1330 mm

1810 mm

Center of 
main unit 66° 650 mm

Image 
range

1160 mm

500 mm

Top view 

Image range:
960 mm

500 mm
87°

Side view when the camera is facing 
forwards at 0° (default).
Example: Installation height is 1330 mm 
(standard position).

Installation position of the main unit and camera range

Side view when the camera is installed on a pedestal 
tilted at 60°, and facing forwards at 0° (default).
Example: Installation height is 1100 mm.

5 mm 5 mm

15 mm

20 cm

Main 
unit

500 mm

1100 mm

60°

850 mm

1950 mm

1100 mm

66°

Image 
range

Center of 
main unit

Installing on a vertical fl at wall

1690 mm

980 mm

710 mm

500 mm

980 mm

Image 
range

Center of 
main unit 66°

Installing on a tilted pedestal

LDo not install on a pedestal tilted at less than 45°.

Side view when the camera is installed on a pedestal 
tilted at 45°, and facing downwards at 5°.
Example: Installation height is 1120 mm.

2050 mm

500 mm

1120 mm

45°

850 mm

1200 mm

66°

Image 
range

Center of 
main unit

The camera angle can be adjusted using the camera angle control lever on the rear of the upper cabinet (page 8), so 
that the image range can be changed.
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Installation

Installing the lobby station

1  Remove the screw attached to the cover, then 
open the cover.

2  Insert the power cord fi rmly.

3  Strip the end of the wire 
cover of the DC cable 
12 mm. 

Then insert the cable inward securely while 
pressing the button with a pointed object such as 
a screwdriver.

(Pitch of fi xing screw)

(Pitch of fi xing screw)

(Aperture dim
ension)

148 mm

136 mm
162 mm

280 m
m

326 m
m

340 m
m

Installing the power supply unit on the wall

A DC cable is not included. You need to prepare one. Refer to “Wire type and distance” (page 11).

1 Open the cover, then connect the power cord and 
the DC cable (not included), then close the cover.

To attach the safety wire
2  Attach the power supply unit to the wall securely 

using the wood screws (4 mm x 20 mm).
LInstall the power supply unit on a vertical 
fl at wall.

1  Secure the safety wire to the power supply 
unit using screw B (3 mm x 10 mm).

2  Secure the safety wire to the wall using a 
wood screw (4 mm x 20 mm).

< DC cable cross section>

Installing the fl ush mounted box in the wall

<Side view>

Caution:
LDo not allow the end of the 2 wires to 

touch each other. Doing so may cause 
them to a short circuit.

80 mm

340 m
m

Wood 
screws

185.8 mm

<Rear view>

Safety wire

Screw B
1

Wood screw2
LAttach the safety wire in a 

position so that if the power 
supply unit were to become 
detached, it would not fall on 
nearby people.

When using a twisted-wired cable:
After connecting, fasten the 
twisted-wired cable to prevent it 
from being disconnected.

DC cable (not included)
(Cable type: ø1.2 ~ ø2.0 
single-wired cable)

1

2
3

Button

40 mm or more

12 mm

4  Close the cover, then screw on it.

Drilling dimension of wall surface for the fl ush mounted box Open the knockout holes of the fl ush mounted box, and 
put the wires from each room and the door opener, and the 
DC cable from the power supply unit through the holes.
Mount the box in the wall.

Knockout holes

Wall

DC cable connected to 
the power supply unit

Wires connected to 
rooms and the door 
opener

Power cord

Hooks
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Installation

Installing the main unit
After installing the power supply unit and the fl ush mounted box (page 7), install the main unit.
Important:
LOn the bottom surface of the upper cabinet, there are holes to allow water to drain. Do not cover them up when installing.

1 Remove the 2 screws attached 
to the bottom of the upper 
cabinet.

2 Slide the upper cabinet 
upwards, then remove the 
lower cabinet. 

1

A
B

D

G

H

DC cable 
connected to the 
power supply unit

<Upper cabinet>
<Lower cabinet>

Wires connected 
to rooms and the 
door opener

Wall

G

Water drain 
holes

Wall

To lobby 
station

To power 
outlet

E

Power 
cord

DC 
cable

2

<Flush mounted box>

C

Screw A

Screw A

Screws

N Adjusting the camera angle

<Upper cabinet rear view>

 Upwards 
(maximum 15°)

 Camera angle 
control lever

 Downwards 
(maximum 5°)

<Examples of camera angles>

Facing forwards Facing upwards Facing downwards

Separate the upper cabinet and lower cabinet.

Screws

<Power supply unit>
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Installation

A Put the wires and the DC cable from the fl ush mounted 
box through the rear gaps of the lower cabinet. 

B  Install the lower cabinet on the fl ush mounted box using 
screw A (4 mm x 25 mm). 
LBe sure to align the lower cabinet parallel to the fl ush 

mounted box when screwing.
C  Connect the wires and the DC cable to the terminals on 

the lower cabinet. (Refer to “Wiring schematic diagram”  
on page 10.)
L  Connect the wires as follows.

While pressing on the button with a pointed object 
such as a screwdriver, insert the wire into the terminal 
connector. (To disconnect a wire, press on the button 
while pulling out.)

Button

Hooks

DC cable from the power 
supply unit

D  Connect the upper cabinet cable connector fi rmly with 
the connector on the lower cabinet.

E  Connect the power cord of the power supply unit to a 
power outlet (100 V – 240 V AC).

If necessary, adjust the camera angle (page 8).
If necessary, set the speaker volume and backlight 
compensation feature (see below).

F  Press and hold the PROGRAM switch on the rear of 
the upper cabinet for about 2 seconds using a pointed 
object such as a pen.
LHold the upper cabinet tight so as not to drop it.

PROGRAM switch

G  Slide the upper cabinet downwards and fi x it to the 
lower cabinet.
LTape the cables connected to the upper cabinet to an 

appropriate position on the upper cabinet to prevent 
them from becoming pinched between the upper 
cabinet and lower cabinet.

Resister room numbers and program other settings 
(page 12-14).
Set each main monitor station (page 11).
Check the connections to the rooms by calling them from 
the lobby station and opening the door of the common 
entrance from the main monitor stations (page 15).

H    Screw on the bottom of the upper cabinet to install it to 
the lower cabinet.

L  Connect the DC cable as follows. 
Insert the wire inward securely while pressing the 
button. (Refer to step 1 of “Installing the power supply 
unit on the wall” on page 7.)

N Setting the speaker volume/backlight compensation

<Upper cabinet rear view>

Button

Stripped end of the wire

9 mm

Wires from the main monitor 
station

Wire from the door opener

Terminal 
connector

For door opener

For main monitor stations

Terminal 
connector

Button

Speaker volume switch 
2 levels are available (High/Low). 

Note:
LWhen a main monitor station connected to the 

lobby station is connected to a PBX (page 10), 
set the speaker volume to the low level.

Backlight compensation switch
To compensate for backlight dimming, 
set to “ON”.

Low level
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Installation

Power supply unit

Wiring schematic diagram
Set up correctly according to the following wiring schematic diagrams and “Wire type and distance” (page 11).
20 main monitor stations can be connected to terminals 1 to 20 on the lobby station. 
LFor main monitor station system, refer to the operating instructions of the main monitor stations. An example is shown 

below.

(Non polar)

*1 Connecting the lobby station to the main monitor stations
LBe sure to perform the following to ensure proper operation:

–  Connect terminal D1/D2 of each numbered terminal (1 - 20) on the lobby station to the wire from D1/D2 on the 
main monitor station.

–  Connect terminal S1/S2 of each numbered terminal (1 - 20) on the lobby station to the wire from S1/S2 on the 
main monitor station.

*2 Connecting the lobby station to a door opener (for common entrance)
LBefore connecting to a door opener, make sure that:

– K1/K2 terminal: Normally open/Actively short
–  The door opener is less than 30 V AC (1 A), 24 V DC (1 A). Do not connect to a door opener that is more than 30 V AC 

(1 A), 24 V DC (1 A), otherwise the unit may be damaged.
–  K1/K2 terminal on the lobby station is not the power supply to the door opener. If the door opener needs a power supply 

device to connect to the lobby station, contact the dealer where you purchased the door opener.
L After connecting the door opener to the lobby station, confi rm that the door can be properly locked/unlocked using the 

main monitor station depending on the status of the door opener (page 11). 
If you have set a PIN (page 14), confi rm that the door can be properly locked/unlocked using the PIN depending on the 
status of the door opener (page 15).

Example: Connecting to terminal 1

Lobby station (lower cabinet)

D1
D2
S1
S2

1

K1
K2

KEY

Door (Door Opener)*2 
(for common entrance)

PBX

Door station
(Non polar)

Main monitor
station *1

Terminal box
(4-conductor 
wiring)

Power plug
(100 V – 240 V AC)

(Non polar)

(Non polar)

(Non polar)

Door
(Door Opener)

Main monitor station system

(Non polar)

Terminal 
number

(Non 
polar)
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Installation

Wire type and distance
LWire (between the lobby station and the main monitor station):

Type Distance Loop resistance
General cable CAT-3 Maximum 50 m

10 Ω or lower
General cable 22 AWG (ø 0.65~0.8) Maximum 100 m

LDC cable (between the lobby station and the power supply unit):

Type Distance Loop resistance
Single-wired cable ø 1.2~2.0

Maximum 50 m 10 Ω or lower
Twisted-wired cable 16~14 AWG

N Setting the main monitor stations
“LOBBY CONNECTION” setting:
LAfter connecting to the main monitor stations to the lobby station, change the setting of “LOBBY CONNECTION” to “YES” 

using the main monitor stations. (Refer to the Operating Instructions of the main monitor stations.)

“DOOR KEY” setting:
L Confi rm that the door can be properly locked/unlocked depending on the status of the door opener. 

The door of the common entrance can be opened by each main monitor station. The time how long the door remains 
open by the door opener can be set using the main monitor station. (The default setting is “5 SEC OPEN”.) If your door 
opener automatically locks the door when it is closed, we recommend setting the {DOOR KEY} button on the main 
monitor station to “2 SEC OPEN”. (Refer to the operating instructions of the main monitor stations.)
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Programming

1  To enter programming mode, press and hold the PROGRAM switch for about 2 seconds 
during standby.

2  Enter the desired function code, then press {CALL}.

    

Function Code

Registering room numbers 001

Confi rming a room number 002

Confi rming all room numbers 003

Canceling the registration of a room number 004

Canceling the registration of all room numbers 044

Setting the PIN 005

Setting the time for how long the door remains open using the PIN 006

3  Perform the operation according to the function. To save the setting, press {CALL}.
LTo end the setting, press {CLR}.

4  To end programming mode, enter {9}{9}{9}, then press {CALL}.
LThe unit returns to standby.

Note:
LThe DOOR OPEN indicator/BUSY indicator function as follows while programming.

Setting status DOOR OPEN indicator BUSY indicator

The unit is in programming mode. OFF Flashes rapidly

The function code is entered. You can set the function. OFF Flashes slowly

The unit is waiting to save the setting. Flashes slowly Flashes slowly

The setting is being saved. Lights (for 1 second) Flashes slowly

Error (such as when an invalid number is entered.) ------ Lights

LWhile programming the function in steps 2 to 3, you can stop programming by pressing {CLR}.

How to program the settings
To register room numbers or program other settings, you need to enter programming mode using the PROGRAM switch on 
the rear of the upper cabinet (page 5). To press the PROGRAM switch, use a pointed object such as a pen.

BUSY indicator

DOOR OPEN indicator

{CLR} {CALL}
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Programming

Confi rming a room number

1  Press and hold the PROGRAM switch for about 2 
seconds during standby.

2  Enter {0}{0}{2}, then press {CALL}.

3  Enter the desired terminal number (001-020) (in 3 
digits), then press {CALL}.
LThe terminal number and the room number are 

displayed alternately.
LTo confi rm another room number, press {CALL}, then 

repeat this step.

4  When fi nished, press {CLR}.

5  To end programming mode, enter {9}{9}{9}, then press 
{CALL}.

Confi rming all room numbers

1  Press and hold the PROGRAM switch for about 2 
seconds during standby.

2  Enter {0}{0}{3}, then press {CALL}.
LThe terminal number 01 and the room number are 

displayed alternately.

3  To confi rm the next room number, press {CALL}.
LThe next terminal number and the room number are 

displayed.

4  When fi nished, press {CLR}.

5  To end programming mode, enter {9}{9}{9}, then press 
{CALL}.

Canceling the registration of a room number

1  Press and hold the PROGRAM switch for about 2 
seconds during standby.

2  Enter {0}{0}{4}, then press {CALL}.

3  Enter the desired terminal number (001-020) (in 3 digits) 
for the room number to be erased, then press {CALL}.
L“dEL” and the terminal number are displayed 

alternately.

4  Press {CALL} to cancel the registration.
LTo delete another room number, repeat from step 3.

5  To end canceling the registration, press {CLR}.

6  To end programming mode, enter {9}{9}{9}, then press 
{CALL}.

Canceling the registration of all room numbers

1  Press and hold the PROGRAM switch for about 2 
seconds during standby.

2  Enter {0}{4}{4}, then press {CALL}.
L“ALL” and “dEL” are displayed alternately.

LTo stop deleting numbers, press {CLR}.

3  Press {CALL} to cancel the registration.

4  To end programming mode, enter {9}{9}{9}, then press 
{CALL}.

Registering room numbers
Register each room number to each terminal number (01-20) (page 10). 

1  Press and hold the PROGRAM switch for about 2 seconds during standby.

2  Enter {0}{0}{1}, then press {CALL}.

3  Enter the desired terminal number (001-020) (in 3 digits), then press {CALL}.
LTo correct the number, press {CLR}, then repeat this step.

4  Enter the desired room number (within 3 digits), then press {CALL}.
LThe terminal number and room number are displayed alternately.
LTo correct the number, press {CLR}, then repeat from step 3.
L“Err” (Error) is displayed when a registered room number is entered. Press {CLR}, then repeat from step 3.

5  Press {CALL} again to save the setting.
LAfter the room number is registered, the display on the right is shown.
LTo register other room numbers, repeat steps 3 to 5.
LTo confi rm the room numbers, press {CLR}, then continue from step 2 of 

“Confi rming all room numbers” below.

6  To end the registration, press {CLR}.

7  To end programming mode, enter {9}{9}{9}, then press {CALL}.

NTo change a room number
Enter the new room number in step 4. The previous room number is replaced with the new one.
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Programming

Setting the time how long the door remains open
You can select how long the door of the common entrance remains open when the PIN is entered on the lobby station. The 
default setting is “5” (5 seconds).
LAfter connecting the door opener to the lobby station (page 9), confi rm that the door can be properly locked/unlocked using 

the PIN depending on the status of the door opener (page 15). If your door opener automatically locks the door when it is 
closed, we recommend selecting “2” (2 seconds).

1  Press and hold the PROGRAM switch for about 2 seconds during standby.

2  Enter {0}{0}{6}, then press {CALL}.

3  Select the time (2 seconds to 7 seconds) by entering 2 to 7.

4  Press {CALL}.
LWhen “Err” (Error) is displayed, press {CLR}, then start from step 2.

5  To end programming mode, enter {9}{9}{9}, then press {CALL}.

Setting the PIN (Personal Identifi cation Number)
When a separate door opener is connected to the lobby station, the PIN is used to open the door of the common entrance. 
The default PIN is “0000” (the feature is deactivated). Once you change the PIN, the door can be opened using the PIN. 

1  Press and hold the PROGRAM switch for about 2 seconds during standby.

2  Enter {0}{0}{5}, then press {CALL}.

3  Enter the 4-digit PIN (0001-9999).
LTo correct the number, press {CLR}, then start from step 2.

4  Press {CALL}.
LWhen “Err” (Error) is displayed, press {CLR}, then start from step 2.

5  To end programming mode, enter {9}{9}{9}, then press {CALL}.

NTo change the PIN again
Enter the new PIN in step 3. The old PIN is replaced with the new one.
NTo return to the default setting

Enter “0000” in step 3. (The feature is deactivated.)

Note:
LTake the following measures to avoid security breaches. 

– To prevent unauthorized access to this unit, change the PIN regularly.
– Keep the PIN confi dential. 
– Select a complex, random PIN that cannot be easily guessed.
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Opening the door using a main monitor station
When a separate door opener is connected to the lobby station, you can open the door using a main monitor station.

1  To open the door, press {DOOR KEY} on the main monitor station after answering a call from the lobby station.
LWhen the door is opened, the DOOR OPEN indicator lights on the lobby station.
LDoor opener allows each main monitor station to open the door for the time specifi ed in “Setting {DOOR KEY} button”. 

Refer to the operating instructions of the main monitor stations.

Opening the door using the PIN (Personal Identifi cation Number)
The door of the common entrance can be opened by entering the PIN on the keypad.
To use this feature, you need to change the PIN from the default (0000) (page 14).

1  While keeping pressing {CLR}, press and hold {CALL} for about 2 seconds, 
then release both {CLR} and {CALL}.

2  Enter the 4-digit PIN, then press {CALL}.
LWhen the door is opened, the DOOR OPEN indicator lights.
LThe door opener allows you to open the door for the time specifi ed in “Setting 

the time how long the door remains open” (page 14).

Note:
L“Err” (Error) is displayed when the following occurs:

– The wrong PIN is entered in step 2. Press {CLR}, then start from step 1 again.
– A 5-digit PIN is entered in step 2. Press {CLR}, then start from step 1 again.
– The PIN has not been set (page 14). The PIN feature is deactivated.
LIf you do not press a key within 10 seconds, the display returns to standby. Start again from step 1.
LIf you forget the PIN, contact your building manager.

Calling a room from the lobby station
1  Enter the room number (set in “Registering room numbers” on page 13) using the keypad.
LTo correct the number, press {CLR}, then enter the room number again.

2  Press {CALL} to call the room.
LYou will hear a ring tone. To stop calling, press {CLR}.

3  Wait for a reply.

Note:
LThe BUSY indicator lights when:

– an invalid room number is entered.
– the main monitor station is in use.
– the main monitor station power is off.

Using the Lobby Station

(4 digits entered.)
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General Information

For your future reference

Date of purchase

Serial number (found on the rear of the lobby station upper cabinet)

Dealer’s name and address

Dealer’s telephone number

Attach your sales receipt here.

Cleaning
Clean the unit with a soft, dry cloth when cleaning. For excessive dirt, wipe the unit with a slightly damp cloth.

Important:
LDo not use anything containing alcohol, polish powder, powder soap, 

benzine, thinner, wax, petroleum, or boiling water. 
Also do not spray with insecticide, glass cleaner, or hair spray. 
This could cause a change in color or quality.

Specifi cations
Power supply: 100 V – 240 V AC, 50/60 Hz
Current consumption:  Standby: Approx. 0.02 A

During operation: Approx. 0.03 A
Dimensions: Main unit:
 Approx. height 358 mm x width 180 mm x depth 17.3 mm (Excluding sections embedded into the wall)
 Power supply unit:
 Approx. height 175 mm x width 90 mm x depth 48 mm (Excluding protruding sections)
Mass (Weight): Main unit: Approx. 2.0 kg
 Power supply unit: Approx. 360 g
Operating environment: Main unit: -10 °C to 50 °C, Up to 90 % RH (Relative Humidity) non condensing
 Power supply unit: 0 °C to 40 °C, Up to 90 % RH (Relative Humidity) non condensing
Installation method: Wall mount (Flush mounted box included)
External material: Stainless steel and fl ame retardant ABS resin

Note:
LDesign and specifi cations are subject to change without notice.
LThe pictures and illustrations in this guide may vary slightly from the actual product.
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